
Valves
J

111HCAT2018 410-643-7145 • hydrasearchrecreational.com

Ball Type Seacocks

Replacement Handles

Application: 
•	� can be used for water, oil or gas

Materials:
•	� handle: vinyl coated 304 stainless steel
•	� ball: chrome

Features:
•	� drain plug and grounding screw
•	� full flow
•	� low profile

Specifications:
•	� 600 PSI
•	� failure to properly winterize may cause 

damage to valve
•	� failure to regularly exercise valve handle may 

result in valve failure

Approval:
•	 UL listed (1121)

Overall Handle 
Length Mounting Hole Size Use With Part # Part #

4¼" 3/16" x 5/16" 00ASC75LP BBVKIT75LP
4¼" 3/16" x 5/16" 00ASC100LP BBVKIT100LP
5" 5/16" x 7/16" 00ASC125LP BBVKIT125LP
7" 3/8" x 1/2" 00ASC150LP BBVKIT150LP
7" 1/2" x 11/16" 00ASC200LP BBVKIT200LP

9¼" 5/8" x 5/8" 00ASC250LP BBVKIT250LP 1, 2

9¼" 5/8" x 5/8" 00ASC300LP BBVKIT300LP 1, 2

9¼" 5/8" x 5/8" 00ASC400LP BBVKIT400LP 1, 2

Feature:
•	� complete with vinyl coated stainless steel handle and nut

Ball Type

Thread Size
NPT

Dimensions Bolt
Circle

Weight
lbs.

Bronze
Part #A B C D E

3/4" 2.677 1.968 4.961 3.622 2.248 31/8" 1.60 00BBV75LP
1" 3.307 2.086 5.276 3.622 2.614 33/8" 2.15 00BBV100LP

11/4" 3.740 2.716 6.279 4.409 3.094 35/8" 4.00 00BBV125LP
11/2" 4.055 3.149 8.130 6.102 3.508 41/2" 5.50 00BBV150LP
2" 4.566 3.385 8.385 6.102 4.315 5" 10.90 00BBV200LP

21/2" 6.141 4.842 11.535 8.464 5.398 57/8" 11.30 00BBV250LP
3" 6.653 5.157 11.791 8.464 6.145 7" 19.80 00BBV300LP
4" 8.369 5.826 12.649 8.464 7.839 81/2" 34.00 00BBV400LP


