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Whisker poles are used 
for non-spinnaker class 
racing and short-handed 
cruising, or whenever 
downwind performance is 
desired without the use of 
conventional spinnakers. 
A properly sized and 
deployed whisker pole will 
allow the headsail to add 
considerable power and 
speed to downwind sailing. 
Telescoping whisker poles 
allow one pole to be used 
with furling headsails or 
multiple sized jibs and 
genoas on a given boat.
 

By projecting the headsail out to weather and out of the mainsail’s “wind shadow”, the 
headsail can fill and stabilize. Without a whisker pole, the headsail will flop from side 
to side, limp and useless. The use of a whisker pole will allow “wing on wing” sailing 
dead downwind with surprising performance. In recent years, asymmetrical spinnakers 
have become “all the rage” in off-the-wind sailing. These sails are subject to the same 
dynamics as jibs or genoas as you turn closer to dead down wind or try to sail “deep”.
 
The use of a whisker pole to hold out the clew of the asymmetrical sail will stabilize the 
sail in the same way as a conventional headsail.

“It is the most important add-on I have 
on Quetzal, really. I can’t imagine sailing 
downwind without my whisker pole”. I 
make offshore passages for a living and 
I count on my Forespar®  whisker pole. 
It’s an aluminum and carbon, telescoping 
model that gives me great flexibility when 
poling out my headsail. The pole is robust, 
well engineered and easy to set. When the 
wind pipes-up I’m able to keep sailing on 
a deep reach and if it builds more I simply 
furl the sail, adjust the pole length and 
keep blasting along. 

John Kretschmer
Professional Passagemaker 
Sailing Writer

1 Un-cleat the Line.     2 Pull Line out to extend the pole.   3 Re-cleat the Line.

WHISKER POLE SIZE RECOMMENDATIONS 
WORKING JIB	 		  GENOA
Boat Length:	 Light to Mod. Air	 Mod. to Heavy Air	 Light to Mod. Air	 Mod. to Heavy Air
Up to 16 ft.	 ADJ 4’-8’	 ADJ 6’-12’	 ADJ 6’-12’	 HD 6’-12’
Up to 22 ft.	 ADJ 6’-12’	 HD 6’-12’	 HD 6’-12’	 LC 8’-14’
Up to 25 ft.	 HD 6’-12’	 HD 6’-12’	 ADJ 7’-15’	 ADJ 7’-15’
Up to 28 ft.	 ADJ 7’-15’	 ADJ 7’-15’	 ADJ 7’-15’	 LC 10’-18’
Up to 33 ft.	 LC 10’-18’	 LC 10’-18’	 LC 10’-18’	 LC 12’-22’
Up to 35 ft.	 LC 12’-22’	 LC 12’-22’	 LC 12’-22’	 LC 13’-24’
Up to 46 ft.	 LC 13’-24’	 LC 13’-24’	 LC 13’-24’	 LC 15’-27’
Up to 50 ft.	 LC 15’-27’	 LC 15’-27’	 LC 15’-27’	 Carbon Fiber Custom Poles
50ft and Over	 Please contact Forespar for advise on ordering pole of this size	 Carbon Fiber Custom Poles

W
HI

SK
ER

 P
OL

ES

 Forespar Line Control Poles Are Easy As 1 - 2 - 3  (see pg 4)

WHISKER POLES

For Replacement Whisker Pole Parts See Page 51

Learn More
 www.forespar.com/whiskerpoles
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SMALL TELESCOPING POLES (TWIST LOCK) 
Telescoping models can be adjusted to any desired length and securely locked in position with an 
effortless twist of the inner tube. All small poles include strong corrosion-free Lexan end fittings and 
a Mast Pad Eye with stainless steel screws.

#404000 Shown

404100 Shown
Outboard End

ADJ DL Style

ADJ Style

(ADJ #-# models in chart have spike on one end)

ADJ #-# DL models in chart have latch fittings on both ends

HEAVY DUTY TELESCOPING POLES (TWIST LOCK)
These telescoping whisker poles are heavy duty two section and three section aluminum spars which can be extended to 
lengths up to 15’ and securely locked in position by an internal twist lock device. Poles feature self-latching Ultra Series™ 
fittings on the inboard and outboard ends. Mast Pad Eyes (PE-3SF or PE-3SC - Page 11) are recommended.   

Outboard EndsInboard Ends

TWIST-LOCK REPAIR KITS*
To recondition any of our twist-lock telescoping poles, we offer lock repair 
kits. Complete instructions and all necessary parts are provided.

Part No.	 Lock for:
400006	 TAP’s & ADJ 4-8’s
400007	 BHT’s & TAP HD’s
400008	 ADJ 6-12
400009	 HD 6-12
400010	 ADJ 7-15 (Two-lock set)

Part No.	 Model No.	 Size/Weight
404000	 ADJ 4-8	 Telescopes from 53” to 93”/3 lbs. 1” outer diameter
404100	 ADJ 4-8 DL	 Double Latch - latch fittings on both ends
406000	 ADJ 6-12	 Telescopes from 72” to 134”/3 lbs. 1- 1/4” outer diameter
406100	 ADJ 6-12 DL	 Double Latch - latch fittings on both ends
404011	 PE-1	 Pad Eye Only
300026	 ADJ 4-8	 End kit
300027	 ADJ 6-12	 End kit

Part No.	 Model No.	 Size/Weight
406300	 HD 6-12-DL	 Two sections extending from 79” to 138”, 1-7/8” outer tube diameter. 
			   With self-latching fittings on both ends/8 lbs.
407101	 ADJ 7-15-DL	 Three sections extending from 83” to 169”, 2 in. outer tube diameter.
			   With self-latching fittings on both ends/8 lbs.
304015 UEF-3	 HD 6-12 DL	 Special – inboard (big) end only
304018 UEF-5	 HD 6-12 DL	 Outboard end only (small)
304057 UEF-3	 ADJ 7-15 DL	 Inboard (big) end only
304018 UEF-5	 ADJ 7-15-DL	 Outboard end only (small).

TWIST LOCK WHISKER POLES
FOR BOATS 16 TO 30 FEET 
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Part No.	Description
408200	 Tri-Reacher w/ UTS - UXP ends 
332025	 Fixed Mast TS Toggle for #408200

408201	 Tri-Reacher w/ UXP - UXP ends
333025	 Fixed Mast FC Flange for #408201

(see pg 12 for mast toggle and flange info)

TRI-REACHER™ WHISKER POLE 
For boats 35’-42 ‘ loa.  The new Tri-Reacher™ whisker pole is an adjustable 
length pole developed specifically for use with Aysmmetrical/Gennaker sails.  
Use of this 3-part telescoping whisker pole with these sails will allow deeper 
sailing angles and eliminate the need for constant jibing downwind. Collapses 
to 8’ and extends to 21’. Ships UPS wt. 22 lbs

“COMBO” LINE CONTROL™ WHISKER POLES 
 50/50 CARBON/ALUMINUM 
These Line Control™ Whisker poles offer just the right blend of aluminum and carbon 
structures to provide the racing or cruising sailor an affordable lightweight pole option. 
They have the strength and weight savings of carbon on the inner tube and the abrasion 
resistance,  durability and cost savings of aluminum on the outer tube. They also feature 
Forespar’s exclusive “Ultra” end fittings (UTS socket inboard and UTR trigger outboard) for 
further weight reduction and ease of maintenance. 

*When selecting accessories for your pole, be sure to match the accessory size to the corresponding pole size. 

LINE CONTROL™ 
WHISKER POLES
Line Control™ is a proven concept in 
telescoping whisker pole design. So 
unique, that full patent protection has 
been secured. Line Control™ is only 
available on Forespar® whisker poles. See the chart below for pole lengths and tube sizes. The system is simple, and makes 
the extension and retraction of poles quick and easy. And most amazing of all...the entire operation can be executed while being 
positioned at the mast. It is no longer necessary to go forward to adjust buttons of any kind - simply uncleat the line and extend 
or retract (never attempt to adjust while under load). It’s quick and easy even with the largest poles. Topping lift attachment 
points are on all poles. Attachment to outer end is with end fittings jaw facing down.

		  End Fittings	   	 Recommended  	 Collapsed  	 Max. Working  	 Tubing  
Part No.  	 Model No.  	 Inboard  	 Outboard  	 Mast Fittings  	 Length / Weight  	 Length  	 Diameters
                                                                                                                                                                                                                      
401106	 LC 10-18 EL-UXP	 EL	 UXP	 PE-3SC, RC-125, FC-125	 121.75”/17 lbs.	 218.13”	 2” & 2-1/2”
401107	 LC 10-18 EL-UTR	 EL	 UTR	 PE-3SC, RC-125, FC-125	 121.75”/17 lbs.	 218.13”	 2” & 2-1/2”

402200	 LC 12-22 UXP-UTR	 UXP	 UTR	 RC-125, FC-125	 148.50”/27 lbs.	 265.25”	 2-1/2” & 3”
402201	 LC 12-22 UTS-UTR	 UTS	 UTR	 T-125-S	 148.50”/28 lbs.	 265.25”	 2-1/2” & 3”
800802	 LC 12-22 UTS-UTR-CF	 UTS	 UTR	 T-125-S	 148.50”/19 lbs.	 265.25”	 2-1/2” & 3”
402203 	 LC 12-22 COMBO 	 UTS	 UTR	 T-125-S	 148.50”/24 lbs.	 265.25”	 2-1/2” & 3”

403200	 LC 13-24 UXP-UXP	 UXP	 UXP	 RC-125, FC-125	 162.00”/38 lbs.	 272.00”	 3” & 3-1/2”
403202	 LC 13-24 UTS-UTR	 UTS	 UTR	 T-125-S	 162.00”/39 lbs.	 272.00”	 3” & 3-1/2”
800800	 LC 13-24 UTS-UTR-CF	 UTS	 UTR	 T-125-S	 162.00”/24 lbs.	 272.00”	 3” & 3-1/2”
403203 	 LC 13-24 COMBO	 UTS	 UTR 	 T-125-S	 162.00”/34 lbs.	 272.00”	 3” & 3-1/2”

405200	 LC 15-27 UTS-UXP	 UTS	 UXP	 T-125-S	 182.00”/58 lbs.	 324.00”	 3-/12” & 4”
405201	 LC 15-27 UTS-UTR	 UTS	 UTR	 T-125-S	 182.00”/58 lbs.	 324.00”	 3-1/2” & 4”
800801	 LC 15-27 UTS-UTR-CF	 UTS	 UTR	 T-125-S	 182.00”/32 lbs.	 324.00”	 3-1/2” & 4”
405203 	 LC 15-27 COMBO	 UTS	 UTR 	 T-125-S 	 182.00”/42 lbs.	 324.00”	 3-1/2” & 4”	
	

LINE CONTROL WHISKER POLE MODELS, SPECS & FITTINGS

LINE CONTROL WHISKER POLES
FOR BOATS 20 TO 55 FEET

3” Dia. 2 7/8” Dia. 2 1/2” Dia.

NEW

Learn More
 www.forespar.com/trireacher


