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Sth-W 
has nut

fth, fLUsh thrU-hULLs bronze

stainLess steeL and bronze thrU-hULL fittings

thXl-W
has nut

For installations where hull thickness dictates the use of a longer fitting. 
   thread a b C Weight*
 brONZe #316 SS NPS inch inch inch lb Pkg

 thXl-750-W THXl-750-wS 3/4" 5.33 0.30 1.90 0.75 10
 thXl-1000-W THXl-1000-wS 1' 5.33 0.30 2.32 1.00 1
 thXl-1250-W THXl-1250-wS 1-1/4" 5.45 0.30 2.62 1.75 1
 thXl-1500-W THXl-1500-wS 1-1/2' 5.45 0.30 2.89 2.12 1
 thXl-2000-W THXl-2000-wS 2" 5.58 0.30 3.34 2.52 1
 *Weight is with nut.

 thXL, eXtra-Length thrU-hULLs bronze

pth-s, standard fLow #316 ss

  thread hOSe id a b Weight 
 MOdel NO. NPt inch inch inch lb Pkg

pTHC-750-S 3/4” 3/4” 1.31 2.97 .51 1
pTHC-1000-S 1" 1" 1.50 3.40 .79 1
pTHC-1250-S 1-1/4" 1-1/4" 1.75 4.00 1.20 1
pTHC-1500-S 1-1/2" 1-1/2" 1.93 4.40 1.62 1
pTHC-2000-S 2" 2" 2.25 5.00 2.61 1
pTHC-2500-S 2-1/2” 2-1/2” 2.68 6.25 4.69 1
pTHC-3000-S 3" 3” 3.06 7.00 6.50 1

pthc-s, standard fLow #316 ss

           Weight 
    thread hOSe id a b C d* e brONZe/SS  
 brONZe     #316 SS NPS inch inch inch inch inch inch lb Pkg

hth-500 HTH-500-S 1/2” 1/2” 2.7 0.3 1.7 1.1 1.3 0.4/0.4 10
hth-625 HTH-625-S 3/4” 5/8” 2.7 0.3 1.9 1.1 1.3 0.5/0.4 10
hth-750 HTH-750-S 3/4” 3/4” 2.7 0.3 1.9 1.2 1.3 0.6/0.6 10
hth-1000 HTH-1000-S 1” 1” 2.8 0.3 2.3 1.2 1.3 0.9/0.8 10
hth-1125 HTH-1125-S 1” 1-1/8” 2.8 0.3 2.3 1.2 1.3 1.1/1.0 10
hth-1250 HTH-1250-S 1-1/4” 1-1/4” 2.8 0.3 2.6 1.1 1.3 1.2/1.1 12
hth-1500 HTH-1500-S 1-1/2” 1-1/2” 2.8 0.3 2.9 1.1 1.3 1.5/1.3 12
hth-2000 HTH-2000-S 2” 2” 2.8 0.3 3.3 1.1 1.3 2.0/1.8 4
*Maximum hull thickness.

hth, hose thrU-hULLs bronze and ss

Fth-W 
has nut

 thread thread thread a b C d Weight 
 NPS bSPP NPS/bSPP inch/mm inch/mm inch/mm inch/mm lb/kg Pkg
STH-500-w Sth-50-W 1/2" 2.20/55.88 1.05/26.67 3.28/83.31 2.55/64.77 .70/0.4 1
STH-750-w Sth-75-W 3/4"  2.20/55.88 1.05/26.67 4.00/101.60 3.05/77.47 .95/0.5 1
STH-1000-w Sth-100-W 1" 2.85/72.39 1.05/26.67 4.00/101.60 3.05/77.47 1.25/ 0.6 1
STH-1250-w Sth-125-W 1-1/4"  2.90/73.66 1.20/30.48 4.30/109.22 3.35/85.09 1.75/ 0.8 1
STH-1500-w Sth-150-W 1-1/2"  3.15/80.01 1.30/33.02 4.83/122.68 3.50/88.90 2.25/ 1.0 1
STH-2000-w Sth-200-W 2" 3.60/91.44 1.50/38.10 5.75/146.05 4.00/101.60 3.50/1.6 1
STH-2500-w Sth-250-W 2-1/2" 3.20/81.28 2.25/57.15 7.85/199.39 5.85/148.59 5.50/2.5 1
Order Sth-l if nut is not required.

  thread hOSe id a b Weight 
 MOdel NO. NPt inch inch inch lb Pkg

pTH-750-S 3/4” 3/4” 2.56 1.50 .26 1 
pTH-1000-S 1" 1” 2.95 1.70 .41 1 
pTH-1250-S 1-1/4" 1-1/4" 3.35 2.10 .57 1 
pTH-1500-S 1-1/2" 1-1/2" 3.54 2.20 .77 1 
pTH-2000-S 2" 2" 3.94 2.60 1.29 1 
pTH-2500-S 2-1/2” 2-1/2” 4.73 2.80 2.30 1 
pTH-3000-S 3" 3” 5.12 3.20 3.12 1 

sth, scoop thrU-hULLs bronzeavaiLabLe with bspp or nps threads

   thread a b  C   Weight* 
MOdel NO. NPS inch inch  inch  lb Pkg

FTH-500-w 1/2" 2.31 .30 1.75 .38 10
FTH-750-w 3/4" 2.31 .30 2.00 .50 10
FTH-1000-w 1" 2.56 .30 2.32 .88 10
FTH-1250-w 1-1/4" 3.31 .30 2.93 1.38 12
FTH-1500-w 1-1/2" 3.50 .30 3.20 2.00 12
FTH-2000-w 2" 3.56 .35 3.90 2.75 1
FTH-2500-w 2-1/2" 3.56 .42 4.40 3.75 1
FTH-3000-w 3" 5.00 .42 5.50 6.00 1
FTH-4000-w 4" 5.31 .56 7.00 13.20 1
FTH-5000-w 5" 5.34 .57 8.18 18.50 
*Weight is with nut.    Order Fth-XXXX-l if nut is not required.       

th-W
has nut

ISO 9093-1 
CERTIFIED

  thread thread thread     
  brONZe brONZe #316 SS thread a b  C  Weight* 
  NPS bSPP NPS NPS/bSPP inch/mm  inch/mm  inch/mm lb/kg Pkg
th-500-W th-50 W TH-500-wS 1/2" 2.20/55.9 .30/7.62 1.70/43.18 0.40/0.18 10
th-750-W th-75-W TH-750-wS 3/4" 2.20/55.9 .30/7.62 1.90/48.26 0.50/0.23 10
th-1000-W th100-W TH-1000-wS 1" 2.85/72.4 .30/7.62 2.32/58.93 0.70/0.32 10
th-1250-W th-125-W TH-1250-wS 1-1/4" 2.90/73.7 .30/7.62 2.62/66.55 1.20/0.54 12
th-1500-W th-150-W TH-1500-wS 1-1/2" 3.15/80.0 .30/7.62 2.89/73.41 1.50/0.68 12
th-2000-W th-200-W TH-2000-wS 2" 3.90/99.1 .30/7.62 3.33/84.58 1.90/0.86 1
th-2500-W th-250-W TH-2500-wS 2-1/2" 3.56/90.4 .42/10.67 4.40/111.76 3.80/1.72 1
th-3000-W th-300-W TH-3000-wS 3" 4.00/101.6 .42/10.67 5.50/139.70 6.00/2.72 1
th-4000-W th-400-W          -  4" 5.31/134.9 .56/10.67 7.00/177.80 13.20/5.99 1
th-5000-W          -          - 5" 5.34 .57 8.18 18.50 1
*Weight is with nut. 

th, standard Length thrU-hULLs bronze and ssavaiLabLe with bspp or nps threads

nSF-61 COmplIanT. 
SUITablE FOR USE In 

pOTablE waTER SySTEmS.

nSF-61 COmplIanT. 
SUITablE FOR USE In 

pOTablE waTER SySTEmS.
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