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MODEL MAX PULL WORKING LOAD LIMIT MAX LINE SPEED

NORMAL 
CURRENT 

DRAW 
CIRCUIT 

BREAKER
APPROX  WEIGHT

GO
APPROX  WEIGHT

GD

    / /      

500 700 1543 175 383 20 60 75 50 9 20 9.5 21

800 1065 2348 266 586 21 63 105 70 9 20 9.5 21

1. Windlasses

HX1 Specifications

HX1 Horizontal Windlass
The HX range utilises a cast alloy and composite casing combined with a high-power drive train - using the latest inline motors 
and epicyclical gearboxes - resulting in a strong reliable design. HX features a strong and durable anodized aluminium chassis 
resulting in a strong, reliable design. 

 ▪ Motor range 500W & 800W in 12V

 ▪ High efficiency epicyclical gearbox

 ▪ Sealed waterproof unit requires minimum maintenance

 ▪ Anodized aluminium chassis with a durable polymer cover

 ▪ IP67 rated as standard

 ▪ Quiet operation

 ▪ 2 gypsy models available to suit calibrated chain: 6/7mm (1/4"), 8mm

Windlass performance values are tested using -/+10% 12 voltage simulating the operation parameters of an installed battery system of a boat
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144mm

267mm

224mm

HX1 Standard Windlass Kits

PART NUMBER DESCRIPTION

69140001 1  500 6/7 1/4”  

69140002 1  800 6/7 1/4”  

69140003 1  500 8 5/16”  

69140004 1  800 8 5/16”  

69140005 1  500 6/7 1/4”  

69140006 1  800 6/7 1/4”  

69140007 1  500 8 5/16”  

69140008 1  800 8 5/16”  

69140009 1 500  6/7  

69140010 1 800  6/7  

69140011 1 500  8  

69140012 1 800  8  

HX1 Extended Windlass Kits

PART NUMBER DESCRIPTION

69140030 1  500 6/7 1/4”  

69140031 1  800 6/7 1/4”  

69140032 1  500 8 5/16”  

69140033 1  800 8 5/16”  

69140034 1  500 6/7 1/4”  

69140035 1  800 6/7 1/4”  

69140036 1  500 8 5/16”  

69140037 1  800 8 5/16”  

69140038 1 500  6/7  

69140039 1 800  6/7  

69140040 1 500  8  

69140041 1 800  8  

PART NO.

66140008

1 2 3

ON

4 5 651 2 3

7

5 2/3"

10 1/2"

8 4/5"

Switch kit and accessories 
see page 49-58

Dimensions Diagram

Extended windlass kit includes deck unit, motor gearbox, solenoid, gypsy, rocker switch and 
circuit breaker

HX1 Basic windlass kit includes HX1 with intergrated motor gearbox, solenoid and gypsy

HX1 Free Fall Conversion Kit

Optional Accessories

Upgrade your Lewmar HX1 with the Lewmar HX1 Freefall 
Conversion Kit.  An innovative design allows the windlass to 
automatically engage and disengage the gypsy clutch when 
needed, allowing great fl exibility of anchoring possibilities.

The conversion kit allows simple retrofi tting of the freefall 
mechanism.


