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  Product Number:     QC-3      QC-4      QC-8

TECHNICAL SPECIFICATIONS

Frequency Band

Height

Gain

Ferrule

VSWR

Bandwidth

Color

Polarization

Impedance

VHF Marine  VHF Marine  VHF Marine

3ft (0.91m)  4ft (1.21m)  8ft (2.43m)

3dB   3dB   6dB

Chrome-Plated Brass Chrome-Plated Brass Chrome-Plated Brass

<1.5:1 at 156.8 MHz <1.5:1 at 156.8 MHz <1.5:1 at 156.8 MHz

5 MHz within 2.0:1 VSWR 5 MHz within 2.0:1 VSWR 5 MHz within 2.0:1 VSWR

White   White   White

Vertical   Vertical   Vertical

50 Ohms   50 Ohms   50 Ohms

Mount Number

Mount Material

Mount Type

Coax Supplied

Handles Antenna Sizes

QCM-S   QCM-SR   QCM-N   QCM-NR

Stainless Steel  Stainless Steel  Nylon    Nylon

Ratchet   Ratchet Rail  Ratchet   Ratchet Rail

20ft (6.09m) of RG-58 20ft (6.09m) of RG-58 20ft (6.09m) of RG-58 20ft (6.09m) of RG-58

up to 8’ (2.4m)  up to 8’ (2.4m)  up to 4’ (1.2m)  up to 4’ (1.2m)
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Antenna Number: QC-3, QC-4, & QC-8
Mount Number: QCM-S, QCM-SR, QCM-N, & QCM-NR

QuickConnect
Stemming from the popularity of the quick connecting feature on Shakespeare’s 
high-end Phase III® marine antennas, the new QuickConnect product line brings you 
the ease of connecting and disconnecting your marine antenna in a series of 
entry-level antennas. Kit Includes:

PL-259-CP-G Connector (QuickConnect Mount Sold Seperate)

• QuickConnect™ • Unscrew or screw antenna to disconnect or connect

• High quality connection • No noise generated due to vibrations

• Splash protection cap • Protect the connector on the mount when antenna is disconnected

TM

• Warranty • Two year limited warranty

• Centerpin® PL-259 Connector • Easy crimp-on type connector

• Standard mount design • Upgrade to a high-end Shakespeare antenna without purchasing a new mount


