
VERTICAL

AFT LEANING

STEP 1
CHOOSE A MODULAR MOUNT
FORWARD LEANING

Model #
A

inch /mm
B

inch /mm
C & D

inch /mm
E

inch /mm

PMF-57-M1 7 / 177.8 5 / 127 5 / 127 .5 / 12.7

PMF-107-M1 7 / 177.8 10 / 254 5 / 127 .5 / 12.7

A D

BE

C A

Fits
•	 18” - 25” closed dome radars

•	 16” diameter or smaller satdomes

•	 10” tall mounts are not to be used with 
open array radars

Model #
A

inch /mm
B

inch /mm
C & D

inch /mm
E

inch /mm

PMA-57-M1 7 / 177.8 5 / 127 5 / 127 .5 / 12.7

PMA-107-M1 7 / 177.8 10 / 254 5 / 127 .5 / 12.7

PMA-167-M1 7 / 177.8 16 / 406.4 5 / 127 .5 / 12.7

PMA-247-M1 7 / 177.8 24 / 609.6 5 / 127 .5 / 12.7

PMA-367-M1 8 / 203.2 36 / 914.4 6.5 / 165.1 .5 / 12.7

Fits
•	 18” - 25” closed dome 

radars

•	 16” diameter or smaller 
satdomes

•	 10” - 36” tall mounts 
are not to be used with 
open array radars

A D

BE

C A

Model #
A

inch /mm
B

inch /mm
C & D

inch /mm
E

inch /mm

AM5-M1 8 / 203.2 5 / 127 4.77 / 121.2 0.5 / 12.7

AM12-M1 8 / 203.2 12 / 304.8 4.77 / 121.2 0.5 / 12.7

AM18-M1 8 / 203.2 18 / 457.2 4.77 / 121.2 0.5 / 12.7

Fits
•	 18” - 25” closed dome radars

•	 24” diameter or smaller 
satdomes

•	 Not to be used with open 
array radars

A C

D
B

E

RADAR SATDOME

RADAR SATDOME

RADAR SATDOME
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NOTE: If you have selected a modular mount ending in “M1” use the M1 column below. Mounts ending in “M2” use 
M2 column.

M1 M2 Light Bar
LOWRANCE
3G, 4G radar domes ADA-R1 ADAR1DMLTB LTB-R

LORENZ
12" - 24" radar domes ADA-R1 ADAR1DMLTB LTB-R

4' - 6' open array radar ADA-R1 ADAR1DMLTB
LTB-OA

or
LTB-OA-6

RAYMARINE
RD418D, RD418HD, RD424D, 
RD424HD, Quantum, Quantum 2 ADA-R1 ADAR1DMLTB LTB-R

RA1048(S)HD, RA3048(S)HD, 
Magnum 4’ ADA-R1 CALL LTB-OA

RA1072(S)HD, RA3072(S)HD, 
Magnum 6’ ADA-R1 CALL LTB-OA-6

33STV ADA-S1 ADA-S3 LTB-S

37STV ADA-S1 ADA-S1 LTB-S

45STV ADA-S2 ADA-S2 LTB-S

60STV ADA-S2 ADA-S2 LTB-S24

SEA-TEL (COBHAM)
ST14, FX150 (16.5”) ADA-S2 ADA-S2 LTB-S24

C18, FX250 (24”) ADA-S2 ADA-S2 LTB-S24

SIMRAD
3G, 4G, HALO20(+), HALO24 ADA-R1 ADAR1DMLTB LTB-R

DX64S ADA-R2 N/A LTB-R

TX06S ADA-R1 ADAR1DMLTB LTB-OA

TX10S ADA-R1 ADAR1DMLTB LTB-OA6

4' - 6' Halo™ open array radar
ADA-R1

+
ADA-HALO-3

N/A
LTB-OA

or
LTB-OA-6

4’ - 6’ RB series open array radar ADA-R1 ADAR1DMLTB
LTB-OA

or
LTB-OA6

SITEX
18" (T760/T921) radar domes ADA-R1 ADAR1DMLTB LTB-R

24” (MDS12) radar ADA-R1 ADAR1DMLTB LTB-R

24” (T761) radar domes ADA-R2 N/A LTB-R

25” radar domes ADA-R1 ADAR1DMLTB LTB-R

4'-6' open array radar ADA-R1 ADAR1DMLTB
LTB-OA

or
LTB-OA-6

THRANE & THRANE
FB150, FB250, Fleet 33, 33+ ADA-S4 ADA-S4 LTB-S

Sailor FB500, Fleet 55+ ADA-S1 ADA-S3 LTB-S24

M1 M2 Light Bar
ACR
RCL50B, RCL75, RCL85, RCL95, RCL100, RCL1000 ADA-BLANK ADA-BLANK LTB13

RCL300 CALL CALL CALL

COMNAV
Explorer V2/V3 ADA-F1 ADA-F1 LTB-S

FLIR
MD324, MD625, M324XP, M324L, M324S, 
M324CS, M625XP, M625L, M625S, M625CS, 
M612L, M617CS, M618CS, T200, T300, T400

ADA-F1 ADA-F1 LTB13

M132, M232 Series (Hiko) ADA-F2 ADA-F2 LTB13

M300C, M332, M364, M364C and M364C LR ADA-F3 ADA-F3 LTB-S

FURUNO
SC30, SC703, SC1303, DRS4DL, DRS4D, DRS4D-
NXT ADA-R1 ADAR1DMLTB LTB-R

DRS6A-NXT ADA-R1 ADAR1DMLTB
LTB-OA

or
LTB-OA-6

Open array radar 1942 ADA-R2 ADAR1DMLTB LTB-OA

GARMIN
FANTOM18, GMR18(HD), GMR18x(HD) ADA-R1 ADAR1DMLTB LTB-R

FANTOM24, GMR24(HD), GMR24x(HD) ADA-R1 ADAR1DMLTB LTB-R

Fantom, 4'-6' open array radar ADA-R1 ADAR1DMLTB
LTB-OA

or
LTB-OA-6

GLOMEX
20” - 27” Satdome ADA-S1 ADA-S2 LTB-S24

Pandora ADA-S3 ADA-S3 LTB-S

HUMMINBIRD
HB2124 Chirp Radar ADA-R1 ADAR1DMLTB LTB-R

RH44, RH45 4’ - 6’ open array radar ADA-R1 ADAR1DMLTB
LTB-OA

or
LTB-OA-6

INTELLIAN
i2 (FB150 in i2 matching dome) ADA-S1 ADA-S3 LTB-S

i3 (FB150 in i3 matching dome) ADA-S1 ADA-S1 LTB-S

i4, i4P (FB150 in i4 matching dome) ADA-S2 ADA-S2 LTB-S

i5 ADA-S2 ADA-S2 LTB-S24

i6, i6P, S6HD, FB500 ADA-S2 ADA-S2 LTB-S24

FB150, FB250 ADA-S4 ADA-S4 LTB-S

JRC
15" radar domes ADA-R1 ADAR1DMLTB LTB-R

24" radar domes ADA-R2 ADAR1DMLTB LTB-R

KODEN
18" - 25" radar domes ADA-R1 ADAR1DMLTB LTB-R

4' - 6' open array radar ADA-R1 ADAR1DMLTB
LTB-OA

or
LTB-OA-6

KVH
M1DX, M1, TV1, LTE-1 ADA-S1 ADA-S3 LTB-S

M2, M3, M3DX, M3ST, V3, V3-IP, TV3 ,V3-HTS ADA-S1 ADA-S1 LTB-S

M5, TV5, FB250 (18”) ADA-S2 ADA-S2 LTB-S

M7, M7SK, HD7, V7, TV6, FB500(26”), F55, V3-IP(24”) ADA-S2 ADA-S2 LTB-S24

V7-IP ,V3-HTS (24”) 8.49”x8.49” bolt pattern CALL CALL CALL

FB150(10.8”), FB250(14”), Fleet One, Fleet33 ADA-S4 ADA-S4 LTB-S

M1 fits modular mounts ending in 
M1. Example: PMA-57-M1

M2 fits modular mounts ending in 
M2. Example: PMA-DM1-M2

STEP 2
SELECT A TOP PLATE

Seaview Top Plates 
now come with the 
drill template stamped 
on the top plate to 
make for very easy 
installation 
(no more lose drill 
template)!
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LTB-R
For 18” - 24” closed dome radars.  
This light bar can fold over 90º.

LTB13
A 1.25” Light Bar 14” tall for FLIR 
cameras and Searchlights. Can fold 
over 90º.

LTB90
Bolt on kit that allows you to quickly 
fold over the Light Bar without any 
tools.

LTB-SF
A 2” diameter Light Bar designed 
to work with search lights. Contact 
Seaview directly to make sure this 
light bar is right for your boat. Not 
intended for fast ocean going boats. 
Will not work with 24” satdomes. 
This will clear 20” satdomes or 
smaller.

LTB-SF2
A 2” diameter Light Bar designed to 
work with FLIR M100/M200
Series. Contact Seaview directly to 
make sure this light bar is right for 
your boat. Not intended for fast 
ocean going boats. Will not work 
with 24” satdomes. This will clear 
20” satdomes or smaller.

LTB-S
For 20” or smaller satdomes. This 
light bar can fold over 90º.

LTB-S24 
For 26” or smaller satdomes. This 
light bar can fold over 90º.

LIGHT BARS

STEP 3
CHOOSE OPTIONAL ACCESSORIES

LIGHT BARS 12

Note that Light Bars do not 
come with a light. Select a 
Light Bar top for your Light 
Bar on page 13.

LTB-OA
For open array radars up to 4½’.

LTB-OA-6
For 6’ open array radars.

This kit will only work with Seaview 
top plates ADAR1, ADAS1 & ADAS2. 
Contact Seaview if this is needed 
for another application.



LTBP-1197
Perko 1197 Incandescent 
Combination Masthead 
/ White All-Round Light 
with 7’ of wire (12v). Can 
be converted to 24v with 
Perko Bulb 0072001CLR.

LTBP-1697
Perko 1697 LED 
Combination Masthead 
/ White All-Round Light 
with 7’ of wire (12v).

LIGHT BAR TOPS

LTB-BOX 
(4”x4½”) Black Box Top to 
fit three navigation lights 
or similar. Note that this 
does not come with lights.

LTB-BOX-W
(4”x4½”) White Box Top 
to fit three navigation 
lights or similar. Note 
that this does not come 
with lights.

LTB-U1A
(2½”x7”) Allows you to 
mount a single light or 
a GPS and a light. Lights 
and GPS not included.

LTBU1A1697
Perko 1697 LED nav light 
on a 12.75” post with 
7’ of wire (12v). USCG 
approved for boats up 
to 20 meters (65.6’) in 
length. 1-14 threads for 
GPS or similar.

PM-U2A
Allows you to mount a 
single light and two GPS 
units. Light and GPS not 
included.

LTBU1A1197
Perko 1197 incandescent 
nav light on a 12.75” post 
with 7’ of wire (12v). USCG 
approved for boats up 
to 20 meters (65.6’) in 
length. 1-14 threads for 
GPS or similar.

LTB-U
Adapter to mount a GPS 
or wind transducer. The 
threads are 1-14.

LTB-U-SS
Stainless steel adapter 
to mount a GPS or wind 
transducer. The threads 
are 1-14.

STEP 3
CHOOSE OPTIONAL ACCESSORIES

LIGHT BAR ACCESSORIES

PM-114LT-LED
LED Floodlight kit (9-33v). 
For Seaview 1¼” diameter 
light bars. Includes 1¼” 
stainless steel clamp, 
mounting hardware & 
Hella 0670 Sea Hawk LED 
Floodlight.

13 LIGHT BAR TOPS


