
NSX Specifications NSX 3012 NSX 3009 NSX 3007

Connectivity
Bluetooth

Bluetooth 4.0 with support for Bluetooth Classic
Ethernet 1 port (5-pin connector)
N2K PGNs

 y    g   
Request60160 ISO Transport Protocol, Data 
Transfer60416 ISO Transport Protocol, Connection 
M.65240 ISO Commanded Address60928 ISO 
Address Claim126208 ISO Command Group 
Function126992 System Time126996 Product 
Info126998 Configuration Information127233 Man 
Overboard Notification (MOB)127237 Heading/Track 
Control127245 Rudder127250 Vessel Heading127251 
Rate of Turn127252 Heave127257 Attitude127258 
Magnetic Variation127488 Engine Parameters, Rapid 
Update127489 Engine Parameters, Dynamic127493 
Transmission Parameters, Dynamic127500 Load 
Controller Connection State / Control127501 Binary 
Status Report127503 AC input status127504 AC 
Output Status127505 Fluid Level127506 DC Detailed 
Status127507 Charger Status127508 Battery 
Status127509 Inverter Status128259 Speed, Water 
referenced128267 Water Depth128275 Distance 
Log129025 Position, Rapid Update129026 COG & 
SOG, Rapid Update129029 GNSS Position 
Data129033 Time & Date129038 AIS Class A Position 
Report129039 AIS Class B Position Report129040 AIS 
Class B Extended Position Report129041 AIS aids to 
Navigation129283 Cross Track Error129284 
Navigation Data129539 GNSS DOPs129540 AIS Class 
B Extended Position Report129545 GNSS RAIM 
Output129549 DGNSS Corrections129551 GNSS 

NMEA 0183 No No No
NMEA 2000 1 x NMEA 2000 Micro-C port, 1 LEN 1 x NMEA 2000 Micro-C port, 1 LEN 1 x NMEA 2000 Micro-C port, 1 LEN
PC Connectivity No No No
Video Ip Camera support Ip Camera support Ip Camera support
WiFi IEEE 802.11b/g/n IEEE 802.11b/g/n IEEE 802.11b/g/n
Display
Backlight Color White White White
Resolution 1280 x 800 px 1280 x 720 px 1024 x 600 px
Screen Brightness >1200 nits >1200 nits >1200 nits
Size and Type

12" SolarMax IPS Touchscreen display for wide 
viewing angles, extreme clarity and sunlight 
viewability with polarized sunglasses

9" SolarMax IPS Touchscreen display for wide viewing 
angles, extreme clarity and sunlight viewability with 
polarized sunglasses

7" SolarMax IPS Touchscreen display for 
wide viewing angles, extreme clarity and 
sunlight viewability with polarized 
sunglasses

Viewing Angles 85° (top, bottom, left, and right) 85° (top, bottom, left, and right) 85° (top, bottom, left, and right)
Electrical
Power Consumption, max. 29.7 W (2150 mA at 13.8 V) 18.8 W (1360 mA at 13.8 V) 11.5 W (830 mA at 13.8 V)
Recommended Fuse Rating 3A 3A 2A
Supply Voltage 12 V DC (10 - 17 V DC min - max) 12 V DC (10 - 17 V DC min - max) 12 V DC (10 - 17 V DC min - max)
Humidity IEC 60945 Damp heat 66°C (150°F) at 95% relative 

(18 hr)
Environment
Operating Temperature Range -15°C to 55°C (5°F to 131°F)
Shock and Vibration 100,000 cycles of 20 G
Storage Temperature Range -20°C to 60°C (-4°F to 140°F)
Waterproof rating IPx6 and IPx7
GPS
Correction 10 Hz high speed update (internal)WASS, MSAS, 

EGNOS, GLONASS
GPS Receiver Channels 32 Channels
Position Accuracy Horizontal Accuracy 3 m (9.8 ft)
Update rate 10Hz
MFD
AIS Receive AIS data over NMEA 2000
Cartography included Discover X chart card of North America
Cartography supported C-MAP Discover™ X, C-MAP Reveal™ X
Digital Switching

Simrad command DDS only on release to market
External Storage 1 MicroSD slot, USB port for external drive 1 MicroSD slot, USB port for external drive 1 MicroSD slot
GPS Internal, 10Hz, WASS, MSAS, EGNOS
Radar (inc. compatibility) Halo Dome radars, Halo open array radars
Sonar (inc. compatibility) One 9 pin Xsonic 1 kW Sonar port. Single channel 

CHIRP, 50/200 khz, HDI, Active Imaging
Weather No
Waypoints, Routes, Tracks

6000 waypoints, 500 Routes with 100 max route 
points, 50 tracks with upto 12,000 track points.

Compass Safe Distance - Metric, Imperial
50 cm (1.7 ft) 50 cm (1.7 ft) 50 cm (1.7 ft)

Physical
Dimensions (W x H x D)

With bracket: W: 319.5 mm (12.58") x H: 215.1 mm 
(8.46") x D: 86.0 mm (3.38")No bracket, no suncover: 
W: 309.5 mm (12.19") x H: 208.4 mm (8.20") x D: 
86.0 mm (3.38")No bracket, with suncover: W: 314.5 
mm (12.38") x H: 213.3 mm (8.40") x D: 91.0 mm 
(3.58")

With bracket: W: 263.0 mm (10.35") x H: 172.6 mm 
(6.80") x D: 80.6 mm (3.17")No bracket, no suncover: 
W: 239.0 mm (9.40") x H: 148.5 mm (5.85") x D: 80.6 
mm (3.17")No bracket, with suncover: W: 243.7 mm 
(9.59") x H: 153.4 mm (6.03") x D: 85.6 mm (3.37")

With bracket: W: 220.0 mm (8.66") x H: 
145.9 mm (5.74") x D: 79.5 mm (3.13")No 
bracket, no suncover: W: 195.0 mm (7.68") x 
H: 123.0 mm (4.84") x D: 79.5 mm (3.13")No 
bracket, with suncover: W: 199.9 mm (7.87") 
x H: 127.9 mm (5.04") x D: 84.5 mm (3.32")

Mounting Type
Bracket (supplied), panel mount or flush mount Bracket (supplied), panel mount or flush mount

Bracket (supplied), panel mount or flush 
mount

Weight 2.2 kg (4.9 lbs) 1.2 kg (2.6 lbs) 0.8 kg (1.7 lbs)
Other
Warranty Period 2 Years
Interface Multi-touch screen
Languages

English(US), English(UK), Danish, German, Spanish, 
Finnish, French, Greek, Italian, Dutch, Norwegian, 
Portuguese (Brazil), Portuguese (Portugal) Swedish
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